
Conexiones Serie Standard

Bridas fijación SAE

Bridas SAE partidas (semibridas) 3000/6000 PSI

Artículo Serie Tamaño Tornillo L OR 1 Junta PU ØC ØD

SS3000108 3000 PSI 1/2" TB8X30 38,1 18.64X3.53 JBR08 30,96 8,75

SS3000112 3000 PSI 3/4" TB10X35 47,63 24.99X3.53 JBR12 38,89 10,75

SS3000116 3000 PSI 1" TB10X35 52,37 32.92X3.53 JBR16 45,24 10,75

SS3000120 3000 PSI 1"1/4 TB10X40 58,72 37.70X3.53 JBR20 51,59 10,75

SS3000124 3000 PSI 1"1/2 TB12X45 69,85 47.22X3.53 JBR24 61,9 13,5

SS3000132 3000 PSI 2" TB12X45 77,77 56.74X3.53 JBR32 72,24 13,5

SS3000140 3000 PSI 2"1/2 TB12X45 88,9 84,94 13,5

SS3000148 3000 PSI 3" TB16X50 106,38 102,39 16,75

SS3000156 3000 PSI 3"1/2 TB16X50 120,65 115,1 17

SS3000164 3000 PSI 4" TB16X50 130,18 127,79 17

SS6000108 6000 PSI 1/2" TB8X30 40,49 18.64X3.53 JBR08 32,54 8,75

SS6000112 6000 PSI 3/4" TB10X40 50,8 24.99X3.53 JBR12 42,6 11

SS6000116 6000 PSI 1" TB12X45 57,15 32.92X3.53 JBR16 48,41 13

SS6000120 6000 PSI 1"1/4 TB14X45 66,68 37.70X3.53 JBR20 54,76 15

SS6000124 6000 PSI 1"1/2 TB16X50 79,38 47.22X3.53 JBR24 64,29 17

SS6000132 6000 PSI 2" TB20X70 96,82 56.74X3.53 JBR32 80,16 21

Los tornillos y juntas se venden aparte


